
 
  Where prescriptive design is used, the ground snow load, Pg, from Table R301.2(1) shall be used as the design 

roof snow except, where section R802.10.2.1 applies the design roof snow load shall be.7Pg. Additional unbalanced 

loads for drifting across the ridge are not required. Where engineered design is used, this form is to be completed by 

the permit applicant or design professional. The flat roof snow load, Pf is defined as: Pf=.7Pg(Ce)(Ct)(I). For factors 

Ce, Ct, and I, place an "X" in the appropriate box below that best describes the structure and the particular jobsite 
and substitute the corresponding values in the formula above. The result is the flat roof snow load and is applied as 

the truss top chord live load, TCLL1. All live loads and snow loads, including unbalanced loads and minimum loads, 

are to be applied per ASCE 7, chapters 4 and 7 and this code. 

 

 
1   Fully Exposed: Roofs exposed on all sides with no shelter by terrain, higher structures, or trees. 
2   Partially Exposed: All roofs except those designated as "fully exposed" or "sheltered." 
3   Sheltered: Roofs located tight among conifers that qualify as obstructions. 

 

https://up.codes/viewer/michigan/mi-residential-code-2015/chapter/3/building-planning#table_R301.2-1
https://up.codes/viewer/michigan/mi-residential-code-2015/chapter/8/roof-ceiling-construction#R802.10.2.1
https://up.codes/viewer/michigan/mi-residential-code-2015/chapter/2/definitions#ridge
https://up.codes/viewer/michigan/mi-residential-code-2015/chapter/2/definitions#permit
https://up.codes/viewer/michigan/mi-residential-code-2015/chapter/2/definitions#live_loads
https://up.codes/viewer/michigan/mi-residential-code-2015/chapter/4/foundations#4
https://up.codes/viewer/michigan/mi-residential-code-2015/chapter/7/wall-covering#7

